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Cordless Phone with Answering System

(for U.S.A))
(KX-T4340R) (KX-T4340H)
B SPECIFICATIONS
General . Tape Deck Section:
Modulation: FM, 5 kHz Deviation Greeting Message: Recorded a microchip.
Frequency Stability: +25kHz Recording Time is 16 seconds.
Dial Type: Tone (DTMF)/Pulse Incoming Message
Redial: Last dialed number each time the (ICM): Single Micro Cassette (MC-30)
Redial button is pressed Tape Speed: 2.4 cm/s
Pause: 3.5 seconds per pause Wow and Flutter: 0.58 % (WRMS)
Memory Capacity: 10 telephone numbers, up to 16 Motor: Electrical governor motor
digits per station
Base Unit (KX-T4340H) Portable Handset (KX-T4340R)
Power Source: AC adaptor KX-A11-5 (DC 12 V) Built-in rechargeable Ni-Cd battery (KX-A36A)
(Receiver Section)
Receiving Frequency: 10 channels within 49.6 to 49.9 MHz 10 channels within 46.6 to 46.9 MHz
Adjacent Channel Rejection: 40 dB ' 40 dB
Sensitivity: 1dBuV for 20 dB S/N 2 dBuV for 20dB S/N
(Transmitter Section)
Transmitting Frequency: 10 channels within 46.6 to 46.9 MHz 10 channels within 49.6 to 49.9 MHz
Jacks: DC IN, Telephone line
Antenna: Telescopic Rubber Flexible
Speaker: 2" (5 cm) PM dynamic 1.2" (3 cm) dynamic
Microphone: Condenser microphone Condenser microphone
Dimensions (HX WX D): 217/35" X 7 33" X 9" (64 X 180X 229 mm) 1173/32" X 211/35" X 2 /16" (290X 60 X 52 mm)
Weight: 1.76 Ibs. (800 g) 0.57 Ibs. (257 g) with battery

Design and specifications are subject to change without notice.
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